
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

THE ONLY NAME YOU NEED  

IN COMPONENT CLEANING 

 

 

The ‘Hydraseal’ range of aqueous cleaning machines is the result of extensive 
development in response to the market’s demands for a safe, effective, 
environmentally acceptable, cleaning system.  
 
‘Hydraseal’ machines incorporate a cylindrical cleaning chamber capable of housing 
single or multiple component baskets, which can be held static, rotated or oscillated 
during the cleaning and drying process.  Consistent, effective cleaning is achieved by 
means of liquid immersion (single or multiple stages) combined with sprays.  For 
particularly difficult applications, immersion stages can be supplemented with 
ultrasound.  Components are dried using a combination of warm air and vacuum 
drying stages. 
 
‘Hydraseal’ machines are PLC-controlled via a user-friendly, touch screen, operator 
interface, thus combining high-volume throughput capability with minimal operator 
intervention.  Packages are also available to provide fully-automated basket loading 
and unloading.  
 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Model: 20 40 80 100 120 150 

Process Chamber  
Diameter (mm) 

500 800 800 800 800 900 

Process Chamber 
Length (mm) 

400 400 800 710 950 1200 

Length of Load (mm) 370 370 450 670 900 1100 

Width of Load (mm) 220 220 370 370 370 440 

Height of Load (mm) 200 400 400 400 400 600 

Maximum Payload (kgs) 25 50 100 150 200 300 

D&S Ultra--Clean Ltd  
The Heath Business Park, Runcorn, Cheshire  
WA7 4QX.  
Tel. +44 (0)1928 580460 Fax. +44 (0)1928 581058  
E-Mail: sales@ds-ultra.com 
www.ds--ultra.com  

 

‘Hydraseal’ machine features include: 
 

 Fully automated cleaning and drying cycle. 

 Selectable static, rotating or oscillating component basket. 

 Single or multiple immersion stages combined with sprays. 

 Selectable full, or partial, liquid immersion. 

 Single or multiple basket processing capability. 

 Effective drying using a combination of hot air and vacuum stages. 

 Front-loading layout, either manually or with optional automation. 

 Optional ultrasound in immersion cleaning stages. 

 Full safety circuit monitoring. 

 Siemens PLC control for custom programming of cleaning cycles. 

 Full fault diagnosis and indication via HMI touch-screen display. 

 Optional, remote diagnosis via modem. 

 Standard and bespoke systems available. 

STANDARD MACHINE RANGE: 


